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Attention: Li Wenzhang , Manager

NOT TRANSFERABLE
EQUIPMENT AUTHORIZATION is hereby issued to the named
GRANTEE, and is VALID ONLY for the equipment identified hereon for
use under the Commission's Rules and Regulations listed below.
 

FCC IDENTIFIER: 2AC6AC72
Name of Grantee: Shenzhen Chainway Information Technology Co., Ltd.
Equipment Class: PCS Licensed Transmitter held to ear
Notes: Mobile Data Terminal

Grant Notes FCC Rule Parts Frequency
Range (MHZ)

Output
Watts

Frequency
Tolerance

Emission
Designator

22H 824.2  -  848.8 1.83 0.0564  PM 248KGXW
24E 1850.2  -  1909.8 0.82 0.0294  PM 244KGXW
22H 824.2  -  848.8 1.18 0.0295  PM 251KG7W
24E 1850.2  -  1909.8 0.75 0.0192  PM 252KG7W
22H 826.4  -  846.6 0.35 0.0207  PM 4M22F9W
27 1712.4  -  1752.6 0.22 0.0238  PM 4M24F9W
24E 1852.4  -  1907.6 0.27 0.0164  PM 4M23F9W
24E 1850.7  -  1909.3 0.172 0.0079  PM 13M5G7D
24E 1850.7  -  1909.3 0.157 0.0079  PM 13M5W7D
24E 1850.7  -  1909.3 0.212 0.0079  PM 18M0G7D
24E 1850.7  -  1909.3 0.161 0.0079  PM 18M1W7D
27 1710.7  -  1754.3 0.195 0.0075  PM 2M74G7D
27 1710.7  -  1754.3 0.175 0.0075  PM 1M11W7D
27 1710.7  -  1754.3 0.169 0.0075  PM 18M0G7D
27 1710.7  -  1754.3 0.173 0.0075  PM 18M1W7D
27 2502.5  -  2567.5 0.186 0.0049  PM 13M5G7D
27 2502.5  -  2567.5 0.193 0.0049  PM 13M6W7D
27 2502.5  -  2567.5 0.208 0.0049  PM 18M0G7D
27 2502.5  -  2567.5 0.188 0.0049  PM 18M1W7D
27 699.7  -  715.3 0.137 0.0173  PM 4M54G7D
27 699.7  -  715.3 0.149 0.0173  PM 4M54W7D
27 699.7  -  715.3 0.118 0.0173  PM 9M04G7D
27 699.7  -  715.3 0.122 0.0173  PM 9M03W7D
27 706.5  -  713.5 0.156 0.0185  PM 4M54G7D
27 706.5  -  713.5 0.099 0.0185  PM 4M54W7D
27 706.5  -  713.5 0.159 0.0185  PM 9M03G7D
27 706.5  -  713.5 0.119 0.0185  PM 9M04W7D



 

Power Output is ERP for part 22 and 27(Below 1 GHz) and EIRP for Part 24 and 27(Above 1 GHz). SAR
compliance for body-worn operating conditions is limited to the specific configuration tested for this filing. Body-worn
operations are restricted to belt-clips, holsters or similar accessories that have no metallic component in the
assembly and must provide at least 10 mm separation between the device and the user's body, which includes use
as hotspot. End users must be informed of the body worn requirements for satisfying RF Exposure compliance.
The highest reported SAR values for head, body-worn accessory, hotspot, and simultaneous transmission use
conditions are 0.25 W/kg, 1.17W/kg, 0xx W/kg, and 1.57 W/kg, respectively.

 

Certificate No.:
182180657/AA/00

Gürhan Vural
Product Assessor


